
Technical Data Sheet 

Features & Benefits: 
High strength, high performance adhesive system 
Highly conformable to irregular surfaces 
Weather resistant     Smooth, controlled unwind 
High thread count     Hand Tearable 
Abrasion resistant       
Clean removability from most surfaces 

PRO GAFF  
Matte Cloth Tape 

Pro Gaff is a matte cloth tape with a                     
rubber based adhesive system. 

ISO 9001-2008 
Certified  

Application:   
Temporary holding of light fixtures, wire and cable hold down, 
marking and labeling equipment cases 
High visibility colors for marking of stairs, exits or sets 
Dance floor splicing and bundling of cables 
18 Available colors make it easy to match Pro Gaff to any carpet 
color 

Technical Data  
• Backing: Cotton Cloth  
• Adhesive: Synthetic rubber based 
• Tensile strength: 45 lbs. per inch   
• Elongation: 5%  
• Total Thickness: 11 mils  
• Adhesion to steel: 80 oz./in 
• Service Temperature: 50°F to 200°F 
• 18 Colors Available: Black, White, Grey, Red, Olive Drab, Purple, Blue, Electric Blue, 
Tan, Green, Brown, Burgundy, Teal, Yellow, Fl. Pink, Fl. Yellow, Fl. Green, Fl. Orange  

Note: The above are typical values and should not be used in writing speci�ications. The determination of the suitability of this product for any 
speci�ic use is solely the responsibility of the user. No representatives, guarantees or warranties of any kind are made to the accuracy or suit-
ability for speci�ic applications.
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